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Standards
 ■ IEC 61482-2: 2020
 ■ EN ISO 11612: 2015
 ■ EN ISO 11611: 2015
 ■ EN 1149-5: 2018 

 
Certificate of Conformity

 ■ PSA Regulation (EU) 2016/425 
 
Marking

 ■ BSD
 ■ IEC 61482-2
 ■ APC 2 (Class 2)
 ■      0516
 ■ EN ISO 11612 (Code A1+A2, B1, C1, E3)
 ■ EN ISO 11611 (Class 1  A1+A2)
 ■ Fabric composition
 ■ Care instructions
 ■ Symbols on collar

Size S M L XL 2XL 3XL 4XL

Item number 4655060grau 4655062grau 4655064grau 4655066grau 4655068grau 4655069grau 4655078grau

Field of Application

 ■ The arc protection coat permits the user to work at live  
 parts or in the vicinity of live parts, for example switching  
 operations.

 ■ Because of its high arc protection level against thermal  
 hazards the coat can be used at electrical installations  
 with higher short-circuit energy (up to WLBP = 410 kJ  
 according to risk assessment pursuant German  
 DGUV Information 203-077). 
 
 
Arc Flash Protection 

 ■ IEC 61482-2  APC 2 (Class 2) / 410 kJ (solo)
    630 kJ (in combination with: 
     BSD Shirt Comfort or 
     BSD Comfort Class 2)

 ■ ASTM F19159  ATPV: 47 cal/cm² (ARC 4) 
      
 
Color

 ■ gray 

 
 
Length

 ■ ca. 110 cm 

 

 
Weight

 ■ ca. 1600 g

Switching Coat
Arc Flash Protection
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